


























































































































































































































































































































































T707TF10 1 Revision 1  

550 South Wadsworth Boulevard, Suite 500, Lakewood, CO 80026 
303.935.6505, Fax 303.935.6575 

DATA ASSESSMENT FORM 

 Project Title: Rocketdyne, SSFL RFI Program 
 Project Manager: D. Hambrick 
 Analysis/Method: Total Fuel Hydrocarbons by GC/EPA Method 8015M 
 QC Level: V1

 SDG: IMH1307 
 Matrix: Soil 
 No. of Samples: 2 
 Dilutions/Reanalyses: 0 
 Date Reviewed: December 29, 2003 
 Reviewer: P. Meeks 
 Reference: National Functional Guidelines for Organic Data Review (2/94) 
 Samples Reviewed: MT504, MT505 

Data Validation Findings 

 Findings Qualifications 

1. Sample Management The COC was signed by field and 
laboratory personnel.  The laboratory’s 
sample receiving checklist noted that the 
samples were received intact, with a cooler 
temperature within the limits of 4 C  2 C,
at 4 C.  No custody seal information was 
provided by the laboratory.  

According to the sample result summary 
forms, the samples were extracted within 14 
days of collection, and analyzed within 40 
days of extraction. 

No qualifications were required. 

3. Method Blanks One soil method blank was extracted and 
analyzed with this SDG.  None of the target 
compound hydrocarbon ranges were 
reported in the method blank. 

No qualifications were required. 

4. LCS/BS One soil LCS was extracted and analyzed 
with this SDG. The laboratory reported only 
a total of the hydrocarbon ranges (from 
spiked diesel).  The total recovery was 
within the laboratory-established control 
limits. 

No qualifications were required. 

5. Surrogates The surrogate recoveries for the samples 
were within the laboratory established QC 
limits. 

No qualifications were required. 
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 Findings Qualifications 

6. MS/MSDs
MT505 

MS/MSD analyses were performed on 
sample MT505.  The laboratory reported 
only a total of the hydrocarbon ranges (from 
spiked diesel).  The total recoveries and 
RPD were within the laboratory-established 
control limits. 

No qualifications were required. 

7. Field QC Samples

FB: MT697 (SDG IMI0935) and 
MT711 (SDG IMI1005) 
ER: MT696 (SDG IMI0935) and 
MT710 (SDG IMI1005) 
Field Duplicates: None 

None of the target compound hydrocarbon 
ranges were reported in any of the field QC 
samples. 

No qualifications were required. 

8. Other The laboratory analyzed for n-alkane ranges 
C8-C11, C12-C14, C15-C20, and C21-C30 
and also reported the total, C8-C30. 

Soil sample results and reporting limits 
were reported on a dry-weight basis.   

Due to matrix interference, sample MT504 
was reported from a 5× dilution. 

As the result for total TFH 
represents the sum of the individual 
hydrocarbon ranges, the results for 
total extractable fuel hydrocarbons 
(alkane range C8-C30) were 
rejected,”R,” in favor of the 
individual n-alkane ranges. 

Comments None. None. 

                                                          
1  Level V Validation consists of cursory review of the summary forms only.  The reported values on the summary forms are presumed to be 
correct and no verification of the values from the raw instrument output is performed. 
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